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Identification No.

3/7-72

United States Department of the Interior
Minerals Management Service

2000 Administration Building
1745 West 1700 South

Salt Lake City, Utah 84104-3884 o 3

NEPA CATEGORICALEXCLUSIONREVIEW

PROJECT IDENTIFICATION

Project Type ¿¾ Ï LafoÑ " i

Project Location foi (Wi- /707 PSA.
.f«got; / 7 7 A/ff

Well No. /3 Í Lease No. I./' O

Date Project Submitted a vae r25 ÍÊÍ2"

FIELD INSPECTION Date "¡ '

v'tíci"p
npe tion , D, I, †, - NMS, llorÁ

I have reviewed the proposal in accordance with the categorical exclusion
review guidelines. This proposal would not involve any significant effects
and, therefore, does not represent an exception to the categorical exclusions.

d' ,#Date Prdpared En ro ental Scientist

I concur

FOR E. W. G'JYNN
DISTRICTOit&GASSUPERVISOR

- Date istrict
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FI ELD NOTES SHEET

Date of Field Inspection:

Well No.:

Approve Location:

Approve Access Road:

Modify Location or Access Road:

Evaluation of Criteria for Categorical Exclusion

1. Public Health and Safety

2. Unique Characteristics

3. Environmentally Controversial Items

4. Uncertain and Unknown Risks

5. Establishes Precedents .

6. Comulatively Significant

7. National Register Historic Places

M. Endangered/Threatened Species

9. Violate Federal, State, Local, or Tribal Laws

if this project is not eligib.le for Categorical Exclusion circle the numbers of

the above criteria requiring the preparation of an EA.

Comments and special conditions of approval discussed at onsite: (incJude local

topography) Û/'ut ,¾- t'
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CATEGORICALEXCLUSIONREVIEWCOMMONREFERENCELEGEND

1. Surface Management Agency Input ,

2. Reviews Reports, or information received from Geological Survey

(Conservation Division, Geo7ogical Division, Water Resource Division,

Topographic Divisfon) .
.

3. Lease Stipulatfons/Terms '

4. Application Permit to Orill

5. Operator Correspondence

6. Field Observation

7. Private Rehabilitation Agreement .

e
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United StatesDepartment of the Interior 1 a a

BUREAU OF LAND MANAGEMENT

U-801

VERNALDISTRICT OFFICE
170 South 500 East
Vernal, Utah 84078

July 13, 1982

Ed Guynn, District Engineer
Minerals Managerient Service '

2000 Administration Building
1745 West 1700 South
Salt Lake City, Utah 84104

Re: Joint Onsite Inspection
Diamond Shamrock Corporation
T9S, R16E, Sec. 14, Goates
Federal #13-14; T9S, R16E,
Sec. 15, Castle Peak #44-15.

Dear Mr. Guynn:

On July 12, 1982, a joint onsite inspection was made of the above referenced
well site locations and proposed access roads by people representing Diamond
Shamrock, Casada Construction, MMS,and the BLM. We feel that the surface use
and operating plans are adequate with'the following stipulations:

1. Construction and maintenance of roads, rehabilitation of disturbed areas,
and construction of pipeline routes shall be in accordance with the surface
use standards as set forth in the booklet, "Surface Operating Standards for
Oil and Gas Exploration and Development."

2. The maximum width of access roads will be 30 feet total disturbed area.
Turnouts will not be required and traveling off the right-of-way will not
be allowed.

3. Topsoil will be stockpiled as addressed in the applicants 13 Point Plan.
Our office recommends the top 6-10 inches of topsoil material be stock-
piled.

4. The BLMwill be notified at least 24 hours prior to any construction.

5. The BLMwill be notified at least 24 hours prior to any rehabilitation.

6. A burn pit will not be constructed. There will be no burying of garbage or .

trash at the location. No trash will be thrown in the reserve pit. All
trash must be contained and hauled to the nearest sanitary landfill.

7. All permanent (on site for six (6) months duration or longer) structures
constructed or installed, including the pumpjack, shall be painted a flat,
non-reflective, earth tone color to match Tnemec 23-08351 Mesa Brown



tone or an approved equal. All facilities shall be painted 6 months of
when the productioñ facilities are put in place. Facilities that are
required to comply with OSHA(Occupational Safety and Health Act) standards
are excluded.

8. Reserve pits will be fenced with a wire mesh fence topped with at least one
strand of barbed wire.

An archaeological clearance has been conducted by Archaeological-Environmental
Research Corporation of the proposed drill sites and access roads. No cultural
materials were located on the surface of the survey areas.

The proposed activities do not jeopardize listed, threatened or endangered
flora/fauna or their habitats.

Ralph J. Heft
Area Manager
Diamond Mountain Resource Area

cc . MS, Vernal



ATTACHMENT FOR 9-31
Diamond Shamrock
Goates Federal #13-14 #U-096547

1. GEOLOGICAL NAME OF SURFACE FORMATION

(A) Uintah Formation of Eocene Age

2. TOPS OF IMPORTANT GEOLOGICAL MARKERS

(A) Top Oil Shale 1472
(B) Horsebench Sand 2112
(C) Base Oil Shale 2983
(D) Garden Gulch MBR 3520
(E) Douglas Creek MER 4515
(F) Douglas Creek V Sand 4669
(G) Douglas Creek III Sand 4977
(H) Douglas Creek I Sand 5012
(I) Upper Black Shale 5155
(J) .Wasatch Tongue MBR . 5395
(K) Wasatch Tongue III Sand 5477
(L) Wasatch Tongue I Sand 5582
(M) Lower Black Shale 5825
(N) T.D. 6025

3. ESTIMATED DEPTHS OF ANTICIPATED WATER, OIL OR GAS

(A) Oil anticipated in Douglas Creek V Sand, Douglas Creek III
Sand, Douglas Creek I Sand, Wasatch Tongue III.

4. PROPOSED CASING PROGRAM

(A) 250' of 8 5/8" surface casing 32# per foot.
6025' of 5½" 15.5 per foot. (K-55)

5. SPECIFICATION FOR PRESSURE CONTROL EQUIPMENT

(A) 12 inch 3000# Double Hydraulic B.O.P. with Pipe rams and
Blind rams and .Spherical B.O.P.

(B) B.O.P. to be pressure tested before spudding and daily testing
of closing units and rams while drilling.

6. PROPOSED CIRCULATING MEDIUM

(A) Brine water is proposed to be used unless additional weight
is needed to control pressures or heaving shale. In this
event a chemical - gel fresh water mud .will be used and Barite
as needed to control pressure.

? AUXILIARY EQUIPMENT TO BE USED

(A) Upper Kelly

(B) Float at Bit

(C) Floor T.I.W. Valve (stabbing valve) for drilling

(D) Gas Detector Logging



8. TESTING, LOGGING AND CORING PROGRAM

(A) DIL-SFL Ease of surface casing T.D.

(B) GR-FDC-CNL Base of surface casing T.D.

(C) Cyberlook - Base of surface casing T.D.

(D) BHC-Sonic - Base of surface casing T.D. •

9. ANTICIPATED ABNORMALPRESSURES, TEMPERATURES OF HAZARDS

(A) No abnormal pressures expected

(3) No hydrogen sulfide gas expected

10. STARTING DATE AND DURATION OF OPERATIONS

{A) Anticipiated starting date as soon as approvals are made.

(B) This well is anticipated to be drilled in approximately 30



DIAMOND SHAMROCK CORPORATION

13 Point Surface Use Plan

Well Location

Goates Federal #13-14

Located In

Section 14, T9S, Rl6E, S.L.B.& M.

Duchesne County, Utah



DIAMONDSHAMROCK CORPORATION
Goates Federal #13-14
Section 14, T9S, Rl6E, S.L.B.& M.

1. EXISTING ROADS

See attached Topographic Map "A".

To reach DIAMOND SHAMROCK CORPORATION, well location site Goates
Federal #13-14, located in the NW 1/4 SW 1/4 Section 14, T93, Rl6E,S.L.B.& M., Duchesne County, Utah:

Proceed Weste ly out of Myton, Utah along U.S. Highway 40 - 1.4 miles
+ to the junction of this Highway and Utah State Highway 53; proceed
Southerly along Utah State Highway 53 - 1.6 miles to its junction with
Utah State- Highway 216; proceed Southerly along State Highway 216 - 9.2
miles to its junction with an existing dirt road to the Southwest proceed
Southwesterly along this road 5.5 miles to the junction of this road and
an existing dirt road to the East; proceed Easterly along this road 1.1
miles to its junction with the proposed access road to be described in
Item #2.

The highways mentioned in the foregoing paragraph are bituminous
surfaced roads to the point where Highway 216 exits to the South;
thereafter the road is constructed with existing materials and gravels.
The Highways are maintained by Utah State road crews. All other roads are
maintained by County crews.

The aforementioned dirt roads will require upgrading which will meet
the requirements of Item #2.

The roads that are required for access during the drilling phase,
completion phase, and production phase, of this well will be maintained at
the standards required by the B.L.M. or other controlling agencies. This
maintenance will consist of some minor grader work for smoothing of road
surfaces and for snow removal.

2. PLANNED ACCESS ROAD

See Topographic Map "B".

The planned access road leaves the existing road described in Item #1
in the NW 1/4 SE 1/4 Section 15, T9S, R16E, S.L.B.& M., and proceeds in a
Easterly direction approximately 0.8 miles to the proposed location site.

The proposed access road will be an 18' crown road (9' either side of
the centerline) with drain ditches along either side of the proposed road
where it is determined necessary in order to handle any run-off from
normal meterological conditions that are prevalent to this area.

Back slopes along the cut areas of the road will be 1 1/2 to 1 slopes
and terraced.

There will be no culverts required along this access road.

There will be no turnouts required along this road.

There are no fences encountered along this access road therefore there
are no gates or cattleguards required.

Page



DIAMONDSHAMROCKCORPORATION
Goates Federal #13-14
Section 14, T9S, Rl6E, S.L.B.& M.

The lands involved in this action are under B.L.M. jurisdiction.

The terrain that is traversed by this road is relatively flat. The
grade of.this road will not exceed 8%.

3. LOCATION OF EXISTING WELLS

See Topographic Map "B".

. There are no known water .wells, producing wells, abandoned wells,
drilling wells, shut-in wells for observation or for.other resources
within a one mile radius.

. LOCATION OF EXISTING AND PROPOSED FACILITIES

There are existing production facilities belonging to DIAMOND SHAMROCK
CORPORATIONwithin a one mile radius.

A tank battery site will be set at the proposed location site. This
battery will be used to contain production from this well. If in the
event this battery can not be improvised, a flowline will be built which
will extend to existing facilities in the area.

The area will be built if possible, with native materials and if these
materials are not available then the necessary arrangements will be made
to get them from private sources. These facilities will be constructed
using bulldozers, graders and workman.orews to construct and place the
proposed facilities. If there is any deviation from the above, all
appropriate agencies will be notified. Rehabilitation of disturbed areas
no longer needed for operation after construction is completed will meet
the requirements of Item #10.

5. LOCATÏ0N AND TYPE OF WATER SUPPLY

See Topographic Map "B".

At the present time, it is anticipated that the water for this well
will be hauled by truck over the existing roads and the proposed access
road approximately 17.7 miles from the Duchesne River at a point where it
crosses under U.S. Highway 40.

In the event that this source is not used, an alternate source will be
used and all necessary arrangements will be made with the proper
authorities.

There will be no water well drilled at this location site.
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O gDIAMONDSHAMROCKCORPORATION
Goates Federal #13-14
Section 14 T9S, Rl6E, S.L.B.& M.

6. SOURCE OF CONSTRUCTIONMATERIALS

All construction material for this location site and access road shall
be borrow material accumulated during construction of the location site
and access road. No pit lining materials from other sources are
anticipated at this time, but if they are required, the appropriate
actions will be taken to acquire them from private sources.

7. METHODSOF HANDLINGWASTE DISPOSAL

See Location Layout Sheet.

A reserve pit will be constructed.

The reserve pit will vary in size and depth according to the water
table at the time of drilling.

One half.of the reserve pit will be used as a fresh water storage area
during the drilling of this well and the other one half will be used to
store non-flammable materials such as cuttings, salts, drilling fluids,
chemicals and produced fluids, etc.

If deemed necessary by the agencies concerned to prevent contamination
to surrounding areas, the reserve pits will be lined with a gel.

The pits will have wire and overhead flagging installed if deemed
necessary to protect the water fowl, wildlife, and domestic animals.

At the onset of drilling, the reserve pit will be fenced on three
sides and at the time drilling activities are completed, it will be fenced
on the fourth side and allowed to dry completely prior to the time that
backfilling and other reclamation activities are attempted.

When the reserve pit dries and reclamation activities commence, the
pits will be covered with a minimum of four feet of soil and all
requirements in Item #10 will be followed.

A portable toilet will be supplied for human waste.

8. ANCILLARY FACILITIES

There are no ancillary facilities planned for at the present time and
none foreseen in the near future.

9. WELL SITE LAYOUT

See attached Location Layout Sheet.

The B.L.M. Representative shall be notified before any construction
begins on the proposed location site.
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O gDIAMONDSHAMROCKCORPORATION
-Goates Federal #13-14
Section 14, T9S, R16E, S.L.B.& M.

As mentioned in Item #7, the pits will be unlined unless it is
determined by the representatives of the agencies involved that the
materials are too porous and would cause contamination to the surrounding
area; then the pits will be lined with a gel and any other type of
material necessary to make it safe and tight.

When drilling activities commence, all work shall proceed in a neat
and orderly sequence.

10. PLANS FOR RESTORATION-OF SURFACE

As there is some topsoil on the location site, all topsoil shall be
stripped and stockpiled. (See location layout sheet and Item #9). When
all drilling and production activities have been completed, the location
site and access road will be reshaped to the original contour and
stockpiled topsoil spread over the disturbed area.

Any drainages re-routed during construction activities shall be
restored to their original line of flow as near as possible. Fences
around pits are to be removed upon completion of drilling activities and
all waste being contained in the trash basket shall be hauled to the
nearest Sanitary Landfill.

Restoration activities shall begin within 90 days after completion of
the well. Once restoration activities have begun, they shall be completed
within 30 days.

' When restoration activities have been completed, the location site and
access ramp shall be reseeded with a seed mixture recommended by the
B.L.M. Representative when the moisture content of the soil is adequate
for germination. The Lessee further covenants and agrees that all of said
clean-up and restoration activities shall be done and performed in a
diligent and most workmanlike manner and in strict conformity with the
above mentioned Items #7 and #10.

11. OTHER INFORMATION

The Topography of the General Area - (See Topographic Map "A")

The area is a large basin formed by the Uinta Mountains to the North
and the Book Cliff Mountains to the South. The Duchesne River is located
approximately 12 miles to the North of the location site.

The basin floor is interlaced with numerous canyons and ridges formed
by the non-perennial streams of the area. The sides of these canyons are
steep and ledges formed in sandstone ledges, conglomerate deposits, and
shale are common in this area.

The geologic structures of the area that are visible are of the Uinta
formation (Eocene Epoch) Tertiary Period in the upper elevations and the
cobblestone and younger alluvial deposits from the Quaternary Period.
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ODIAMOND SHAMROCKCORPORATION
Goates Federal #13-14
Section 14, T9S, R16E, S.L.B.& M.

Outcrops of sandstone ledges, conglomerate deposits and shale are
common in this area.

The topsoils in the area range from a light brownish-gray sandy clay
(SM-ML) type soil with poorly graded gravels to a clayey (OL) soil.

The majority of the numerous washes and draws in the area are of a
non-perennial nature flowing during the early spring run-off and heavy
rain storms of long duration which are rare as the normal annual rainfall
in the area is only 8".

Due to the low precipitation average, climatic conditions and the
marginal types of soils, the vegetation that is found in the area are
common of the semi-arid regions and consists of areas of sagebrush,
rabbitbrush, some .grasses and cacti as the primary flora. This is also
true of the lower elevations.

The fauna of the area is sparse and consists predominantly of the mule
deer, pronghorn antelope, coyotes, rabbits, and varieties of small ground
squirrels and other types of rodents. The area is used .by man for the
primary purpose of grazing domestic sheep and cattle.

The birds of the area are raptors, finches, ground sparrows, magpies,
crows, and jays.

The Topography of the Immediate Area - (See Topographic Map "B").

Goates Federal #13-14 is located approximately 1500' South of Castle
Peak Draw a non-perennial drainage which runs to the South and East into
the Green River.

The terrain in the vicinity of the location slopes from the Northeast
through the location site to the Southwest at approximately a 11·5¾ grade.

The vegetation in the immediate area surrounding the location site
consists of grasses and sparse amounts of sagebrush.

There are no occuped dwellings or other facilities of this nature in
the general area.

All lands involved under this action are under B.L.M. jurisdiction.

There are no visible archaeological, historical, or cultural sites
within any reasonable proximity of the proposed location site. (See
Topographic Map "B").

12. LESSEE'S OR OPERATOR'S REPRESENTATIVE

Bill Elliot
DIAMONDSHAMROCK CORPORATION
85 south 200 East
Vernal, UT 84078

1-801-789-5270
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O g
DIAMOND SHAMROCKCORPORATION
Goates Federal #13-14
Section 14, T9S, Rl6E, S.L.B.& M.

13. CERTIFICATION

I hereby certify that I, or persons under my direct supervision have
inspected the proposed drill site and access route; that I am familiar
with the conditions which presently exist; that .the statements made in
this plan are to the best of my knowledge true and correct; and that the
work associated with the operation proposed herein will be performed by
DIAMONDSHAMROCKCORPORATION and its contractors and sub-contractors in
conformity with this plan and the terms and conditions under which it is
approved.

Date Bill Elliot
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** FILE NOTATIONS**

DATE:

OPERATOR: in M
WELLNO: (y

Location: Se T. S R. 8pE County: LE

F¿te PtepaAed: Enkelt.ed on N.I .D:

Caxd Indexed: Completion Sheet:

API Nu.mbeA B - D/3 -3 0 (og i

CHECKEDBY:

Petroleum Engineer:

Director:

Administrative Aide:

APPROVALLETTER:

Bond Requ¿red: Saavey P£at Requixed:

OAder Wo. 0.K. Rule C-3

Rule C-3(c)
, TopogAaph¿e Exception - company owns oA cont ofa acAeage

w¿th¿n a. 660' tadius og proposed á¿te

Lea.se Dealgnaf¿on Pf.otted on Map

AppAoval Letter WA¿tten

Hot line P. I



June 30, 1982

DiamondDShamrock Corporation
Drawer E
Vernal, Utah 84078

RE; Well No. Goates Federal #13-14
Sec. 14, T93, R16E
Duchesne County

Insofar as this office is codorned, approval to drill the above
referred to oil well is hereby granted in accordance with Rule C-3,
General Rules and Regulations and Rules of Practice and Procedure.

Should you determine that it will be necessary to plug and abandon
this well, you are hereby requested to immediag_ notify the following:

CLEONB. FEIGHT
Office: 533-5771
Home: 466-4455

Enclosed please find Form OGC-8-X, which is to be completed whether
or not water sands (acquifers) are encountered during drilling. Your
cooperation in completing this form will be appreciated.

Further, it is requested that this Division be notified within 24 hours
after drilling operations commence and that the drilling contractor and
rig number be identified.

The API number assigned to this well is 43-013-30673.

Sincerely,

RO di FIR H
CHIEF PETROLEUMENGINEER

RJF:SC
cc: Minerals Management Service



STATEOF UTAH Scott M. Matheson, Governc-

NATURALRESOURCES& ENERGY Temple A. Reynolds, Executive Directo
"Oil,Gas & Mining Cleon B. Feight, Division Director

4241 State Office Building - Salt Lake City, UT 84114 · 801-533-5771

March 4, 1983

Diamond Shamrock Corporation
Drawer E
Vernal, Utah 84078

Re: See attached list of wells

Gentlemen:

In reference to the above mentioned wells, considerable time has gone by since
approval was obtained from this office.

This office has not received any notification of spudding. If you do not
intend to drill these wells, please notify this Division. If spudding or any other
activity has taken place, please send necessary forms. If you plan to drill
theselocations at a later date, please notify as such.

We will be happy to acknowledge receipt of your response to this notice if you
will include an extra copy of the transmittal letter with a place for our
signature, and a self addressed envelope for the return. Such acknowledgement
should avoid unnecessary mailing of a firm second notice from our agency.

Your prompt attention to the above will be greatly appreciated.

Respectfully,

D F

Cari Forse
Well Records Specialist

CF/cf

Board Charles 2 Henderson, Cho on • John L Be E Steele Mcintyre · Edward T. Beck
Rooen R. Nor on - Morgare* RB rd - Herm
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Well No. Goates Federal # 13-14
Sec. 14, T. 9S, R. 16E.
Duchesne County, Utah

Well No. Castle Peak Federal # 44-15
Sec. 15, T. 9S, R. 16E.
Duchesne County, Utah

Well No. Cotton # 44-4
Sec. 4, T. 9S, R. 17E.
Duchesne County, Utah

Well No. Paiute Federal # 24-7
Sec. 7, T. 9S, R. 17E.
Duchesne County, Utah

Well No. Paiute Federal # 11-18
Sec. 18, T. 9S, R. 17E.
Duchesne County, Utah

Well No. Paiute Federal 3 42-18
Sec. 18, T. 9S, R. 17E.
Duchesne County, Utah

Well No. Pariette Bench Federal # 32-8
Sec. 8, T. 9S, R. 19E.
Uintah County, Utah



Diamond Shamrock

March 11, 1983

Ms. Cari Furse
State of Utah
Department of Natural Resources
Division of Oil, Gas and Mining
4241 State Office Building
Salt Lake City, Utah 84114

Re: See attached list of wells

Ms. Furse:

In response to your letter of March 4, 1983, concerning the
subject wells, we have discussed this matter with the Dianond
Shaarock Exploration Department in Denver, they have informed
this office, that with the exception of Well No. Pariette
Bench Federal #32-8, all the wells are still on the current
drilling program.

We would appreciate no termination of the Approvals for Permit
to Drill on the remaining wells listed. Enclosed is a copy

- of this letter, as well as an SASE, for your acknowledganent of
receipt.

Should you require additional information, please contact this
office at the address or phone number listed below.

Yours truly,

Russell Ivie
District Superintendent
DIAMONDSHAMROCK.ODRPORATION
Vernal District Office

Enclosures

xc: file

RI/ln

Diamond Shamrock Corporation Drawer E, Vernal, Utah 84078, Phone: 801



Well No. Goates Federal # 13-14
Sec. 14, T. 9S, R. 16E.
Duchesne County, Utah

well No. Castle Peak Federal # 44-15
Sec. 15, T. 98, R. 16E. ·

Duchesne County, Utah

Well No. Cotton # 44-4
Sec. 4, T. 9S, R. 17E.
Duchesne County, Utah

Well No. Paiute Federal # 24-7
Sec. 7, T. 98, R. 17E.
Duchesne County, Utah

Well No. Paiute Federal # 11-18
Sec. 18, T. 9S, R. 17E.
Duchesne County, Utah

Well No. Paiute Federal 3 42-18
Sec. 18, T. 9S, R. 17E.
Duchesne County, Utah

** Vell No. Patiette Bench Federal # 32-8 ** *
Sec. 8, T. 9S, R. 19E.

- Uintah County,
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STATEOF UTAH Scott M. Matheson, GovernorNATURALRESOURCES Temple A. Reynolds, Executive Director
Oil, Gas & Mining Dr. G. A. (Jim) Shirazi, Division Director

4241 State Office Building • Salt Lake City, UT84114 • 801-533-5771

September 14, 1983

Diamond Shamrock
Drawer E
Vernal, Utah 84078

RE: Rescind Application for
Permit to Drill
Well No. Goates Fed. 13-14
Sec. 14, T.9S, R.16E
Duchesne County, Utah

Gentlemen:

Approval of Application for Permit to Drill the above referenced
well is rescinded without prejudice as of the above date in concert
with action taken by Branch of Fluid Minerals.

If you intend to drill this location at a future date, a new
application for permit to drill may be submitted for State approval.

Sincerely,

Norman C. Stout
Administrative Assistant

NS/as

an equal opportunity employer - please recycle
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